Abstract: An accelerated life test (ALT) is a test method that forces components to fail more quickly than they would under use conditions by applying higher overstresses. When two or more accelerating stresses are involved in an ALT, an interaction effect may occur. In previous studies, mostly ALTs without considering an interaction of accelerated stresses and accelerated life models were proposed. The life data obtained are extrapolated using a life-stress relationship to estimate the life distribution at use conditions. We use the general log-linear relationship to model the dependence of life in the Weibull distribution on stress. Therefore, this study suggests the acceleration factor model between the lives at use conditions and accelerated conditions by using mechanical component life data considering an interaction effect. Further, the accelerated life test method and acceleration factor model proposed in this paper will be the basis for adopting an accelerated life test with accelerated stress interactions. § .
.
작용을 고려한 시험을 수행하기 위해 과 . 
속 스트레스일 경우와 마찬가지로 각 스트레스 수준에서 사용조건과 가속조건에서 시험할 경우 스트레스 사이의 교호작용을 고려한 시험을 수행 하기 위해 와 같이 인자 수준 요인배치 Table 2 3 2 법에 의한 실험계획을 수립하였다.
상기와 같은 가속수명시험에서 사용조건에 대 한 가속조건에서의 가속계수 모델식은 식 와 (14) 같다. . Table 3 . Table 2 계획에 기초한 가속수명시험을 수행한 유압 호스 의 수명자료는 다음과 같이 획득하였다. Table 2 의한 가속인자로 확인된   과   에 대한 가속계 수를 산출하면 와 같다 Table 4 . 
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